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From Channel To Channel

Code Description Type
Width 
(mm)

Throat d 
(mm)

Width 
(mm)

Throat d 
(mm) Weight (kg)

S42400 100-150mm Drop Connector 1 100 100 150 100 0.4

S42405 150-225mm Drop Connector 2 150 100 225 150 3

S42410 225-300mm Drop Connector 1 225 150 300 150 1

S43410 300-400mm Drop Connector 1 300 150 400 150 3

S42420 400-500mm Drop Connector 2 400 150 500 300 14

S43420 500-600mm Drop Connector 1 500 300 600 300 7

Load Rating Length (l) Width (w) Depth (d)
(mm)

 Invert (i)
(mm)

Throat Depth (T1)
(mm)

Throat Width (T2)
(mm)

Slot Orifice (o)
(mm)

Intake Area/Metre
(mm2) Weight (kg)

Code Description Asphalt Concrete mm mm

S12505 100mm UniSlot – 500mm C250 D400 500 100 251 211 105 30 10 10000 4

S12510 150mm UniSlot – 500mm C250 D400 500 150 309 269 105 30 10 10000 5

S12515 225mm UniSlot – 500mm C250 D400 500 225 445 404 155 30 10 10000 8

S12520 300mm UniSlot – 500mm C250 D400 500 300 553 490 155 30 10 10000 11

S12525 400mm UniSlot – 500mm C250 D400 500 400 665 606 155 30 10 10000 24

S12530 500mm UniSlot – 500mm C250 D400 500 500 928 869 305 30 10 10000 31

S12535 600mm UniSlot – 500mm C250 D400 500 600 1192 1133 305 30 10 10000 43

Load Rating Length (l) Width (w) Depth (d)
(mm)

 Invert (i)
(mm)

Throat Depth (T1)
(mm)

Throat Width (T2)
(mm)

Slot Orifice (o)
(mm)

Intake Area/Metre
(mm2) Weight (kg)

Code Description Asphalt Concrete mm mm

S12105 100mm UniSlot – 1m C250 D400 1000 100 251 211 105 30 10 10000 8

S12110 150mm UniSlot – 1m C250 D400 1000 150 309 269 105 30 10 10000 11

S12115 225mm UniSlot – 1m C250 D400 1000 225 445 404 155 30 10 10000 15

S12120 300mm UniSlot – 1m C250 D400 1000 300 553 490 155 30 10 10000 20

S12125 400mm UniSlot – 1m C250 D400 1000 400 665 606 155 30 10 10000 41

S12130 500mm UniSlot – 1m C250 D400 1000 500 928 869 305 30 10 10000 55

S12135 600mm UniSlot – 1m C250 D400 1000 600 1192 1133 305 30 10 10000 80

Load Rating Length (l) Width (w) Depth (d)
(mm)

Invert (i)
(mm)

Throat Depth (T1)
(mm)

Throat Width (T2)
(mm)

Slot Orifice (o)
(mm)

Intake Area/Metre
(mm2) Weight (kg)

Code Description Asphalt Concrete mm mm

S12305 100mm UniSlot – 3m C250 D400 3000 100 251 211 105 30 10 10000 23

S12310 150mm UniSlot – 3m C250 D400 3000 150 309 269 105 30 10 10000 29

S12315 225mm UniSlot – 3m C250 D400 3000 225 445 404 155 30 10 10000 43

S12320 300mm UniSlot – 3m C250 D400 3000 300 553 490 155 30 10 10000 54

S12325 400mm UniSlot – 3m C250 D400 3000 400 665 606 155 30 10 10000 111

S12330 500mm UniSlot – 3m C250 D400 3000 500 928 869 305 30 10 10000 151

S12335 600mm UniSlot – 3m C250 D400 3000 600 1192 1133 305 30 10 10000 224

Product Selector – Gatic UniSlot
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Gatic UniSlot is a universal, general purpose drainage system, suitable for installation in any surface 
materials. It is the only Slotdrain system suitable for use in asphalt or tarmac surfaces, and offers the 
versatility to be effectively incorporated into any paved or concrete areas where medium duty perfor-
mance is required.

UNISLOT 3m CHANNELS

UNISLOT 1m CHANNELS

UNISLOT 500mm CHANNELS

UNISLOT DROP CONNECTORS

Type 1 Type 2 Type 1 Type 2

d i

T1

o

w

T2

d i

T1

o

w

T2

d i

T1

o

w

T2



Code Description To Suit Channel Width
(mm) Weight (kg)

S44100 100mm End Cap 100 0.3

S44105 150mm End Cap 150 0.4

S44115 225mm End Cap 225 0.8

S44125 300mm End Cap 300 1

S44135 400mm End Cap 400 3

S44145 500mm End Cap 500 5

S44150 600mm End Cap 600 11

Code Description To Suit Channel Width Knockouts Dia. (mm) Weight (kg)

S44200 100mm End Cap Outlet 100 92 0.3

S44205 150mm End Cap Outlet 150 115 0.4

S44215 225mm End Cap Outlet 225 115/165/205 0.8

S44225 300mm End Cap Outlet 300 115/165/205/255 1

S44235 400mm End Cap Outlet 400 115/165/205/255/320 3

Code Description To Suit  
Channel up to Load Rating Height

(mm)
Width
(mm)

Depth
(mm)

Intake Area
(mm2) Box Weight (kg)Cover/Grate Weight (kg)Total Weight (kg)

S20300 Small Access Point c/w Paveslot Recessed Cover 225 D400 498 375 375 N/A 8 32 40

S20305 Small Access Point c/w Treadsafe Grating 225 D400 498 375 375 14013 8 43 51

S20310 Small Access Point c/w Recessed Cover 225 D400 498 375 375 N/A 8 40 48

S20315 Large Access Point c/w Double Triangular Grating 400 D400 802 576 576 35248 44 76 120

Code Description To Suit  
Channel up to Load Rating Height

(mm)
Width
(mm)

Depth
(mm)

Intake Area
(mm2) Box Weight (kg)Cover/Grate Weight (kg)Total Weight (kg)

S20200 Small Outlet Box c/w Paveslot Recessed Cover 225 D400 748 375 375 N/A 12 32 44

S20205 Small Outlet Box c/w Treadsafe Grating 225 D400 748 375 375 14013 12 43 56

S20210 Small Outlet Box c/w Recessed Cover 225 D400 748 375 375 N/A 12 40 52

S20215 Large Outlet Box c/w Double Triangular Grating 400 D400 1302 576 576 35248 71 76 147

Code Description To Suit  
Channel up to Load Rating Height

(mm)
Width
(mm)

Depth
(mm)

Intake Area
(mm2)

Box Weight 
(kg)

Cover/Grate 
Weight (kg)

Bucket 
(kg)

Total Weight 
(kg)

S20100 Small Silt Box c/w Paveslot Recessed Cover 225 D400 1048 375 375 N/A 18 32 4 54

S20105 Small Silt Box c/w Treadsafe Grating 225 D400 1048 375 375 14013 18 43 4 66

S20110 Small Silt Box c/w Recessed Cover 225 D400 1048 375 375 N/A 18 40 4 62

S20115 Large Silt Box c/w Double Triangular Grating 400 D400 1602 576 576 35248 90 76 18 183

Code Description Width
(mm) Invert Length

(mm)
Effective Length

(mm)
Height
(mm) Weight (kg)

S40305 150mm Catchpit Connector 150 As Slotdrain 375 300 248 3

S40310 225mm Catchpit Connector 225 As Slotdrain 375 300 334 4

S40320 300mm Catchpit Connector 300 As Slotdrain 375 300 420 5

S40330 400mm Catchpit Connector 400 As Slotdrain 375 300 537 11

S40340 500mm Catchpit Connector 500 As Slotdrain 375 300 653 14

S40345 600mm Catchpit Connector 600 As Slotdrain 375 300 917 22

Slotdrain Fittings and Accessories
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GATIC ACCESS BOXES

GATIC OUTLET BOXES

GATIC SILT BOXES

GATIC UNIVERSAL END CAP INLETS/OUTLETS

GATIC UNIVERSAL END CAPS

GATIC CATCHPIT CONNECTORS

h

h

h

w/d

w/d

w/d

*�Gatic Catchpit Connectors can be used with the PaveSlot, UniSlot, CastSlot, and UltraSlot ranges
*Gatic Access, Outlet and Silt boxes are suitable for channels up to 400mm wide.
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Code Description Load Rating Height
mm

Width
(mm)

Depth
(mm)

Box Weight 
(kg)

Grate Weight 
(kg)

Total Weight 
(kg)

S33305 UHD Outlet Box up to 225mm F900 1380 1487 750 143 91 235

S33310 UHD Outlet Box up to 400mm F900 1680 1487 900 184 123 308

S33315 UHD Outlet Box up to 600mm F900 2060 1487 1050 239 172 412

Code Description Load Rating Height
(mm)

Width
(mm)

Depth
(mm)

Box Weight 
(kg)

Grate Weight 
(kg)

Total Weight 
(kg)

S30355 UHD Combined Access Box/Outlet Box up to 225mm F900 532 887 546 39 91 130

S30360 UHD Combined Access Box/Outlet Box up to 400mm F900 832 887 696 67 123 191

S30365 UHD Combined Access Box/Outlet Box up to 600mm F900 1208 887 846 109 172 281

Code Description Load Rating Length
(mm)

Width
(mm) Depth/Invert Weight (kg)

S14305 100mm Channel Pipe – 3m As per Slotdrain 3000 100 As per Slotdrain 17

S14310 150mm Channel Pipe – 3m As per Slotdrain 3000 150 As per Slotdrain 23

S14315 225mm Channel Pipe – 3m As per Slotdrain 3000 225 As per Slotdrain 32

S14320 300mm Channel Pipe – 3m As per Slotdrain 3000 300 As per Slotdrain 43

S14325 400mm Channel Pipe – 3m As per Slotdrain 3000 400 As per Slotdrain 94

S14330 500mm Channel Pipe – 3m As per Slotdrain 3000 500 As per Slotdrain 115

S14335 600mm Channel Pipe – 3m As per Slotdrain 3000 600 As per Slotdrain 181

Slotdrain Fittings and Accessories
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GATIC UHD OUTLET BOXES

GATIC COMBINED UHD ACCESS/OUTLET BOXES

SLOTDRAIN CHANNEL PIPE

h

h

d

w
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Typical Installations – PaveSlot

PaveSlot Channel installed in paving

PaveSlot Channel with Outlet Box
(Recessed Cover)

PaveSlot with Type 1 Drop Connector and Outlet Box
(A building down pipe is fitted for rainwater harvesting)

PaveSlot with End-Cap

PaveSlot with Access Box 
(Grating)

PaveSlot with Outlet Box  
(Grating)

UniSlot Channel installed in Concrete

UniSlot with Access Box
(Grating)

UniSlot Type 2 Drop Connector

UniSlot Channel installed in Paving

UniSlot with Silt Box
(Pipe supplied by others)

UniSlot with Access Box (Corner)  
(Grating)

Typical Installations – UniSlot


